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INTRODUCING THE MS'SERIES
MOBILE RADIAL CONVEYORS
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EDGE DESIGN AND INNOVATION
MANUFACTURERS OF QUARRY PLANT AND RECYCLING EQUIPMENT - SUBCONTRACT SPECIALISTS
30 FARLOUGH ROAD, NEWMILLS, DUNGANNON, CO. TYRONE, N. IRELAND. BT71 4DT
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EDGE RESERVES THE RIGHT TO MAKE CHANGES TO THE INFORMATION AND DESIGN OF THE MACHINES ON THIS BROCHURE WITHOUT
RESERVATION AND NOTIFICATION TO THE USERS. EDGE ASSUMES NO LIABILITY RESULTING FROM ERRORS / OMISSIONS IN THIS DOCUMENT.
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Options on the wheeled conveyors include:

- Belt widths available from 650mm (26ins) to 1000mm (40ins)
- Belt: (Chevron / Heavy Duty)

- Anti-Roll Back Flaps

- Power Source: (Diesel Hydraulic / Hydraulic Coupling /

E varou v, VW avarnaor€

The newly designed EDGE CONVEYOR comes
standard with a radial axle, self lube bearings,

top fold and raise / lower adjustment.

The EDGE MS-SERIES provides impressive

» 30ft Coupling Hose Kit
e Tow Bar and Ground Pivot

Stand c/w wheels
* Danfoss / Eaton Motor
¢ Hydraulic Angle Adjustment
* 2.5” Self Lube Triple Seal Bearings
* Varied angle wing rollers
¢ Hydraulically driven and adjustable
¢ Belt Type: 800mm EP 400 3 ply belt
¢ Belt width 800mm / 2ft 7ins (32ins)

Pivoting axle box allows wheels to
radial to create radial stockpiles.

Hydraulic Top Fold -
Optional Hydraulic
> controls to fold and

Ve ’ y unfold, and raise and
. : lower conveyor.

- Scraper Upgrade
- Enclosed Skirting Belt Speed - POWER SOURCE
- Feedboot Extension Belt speed is designed :;::LN‘I\:LECTRIC
_ for longer life capacity,
OrPrimMAL EFFICIENCY ol il e o HYDRAULIC
- RosusT CoNSTRUCTION - BUILT FOR THE END USER and reduced belt load.
- Easy ManTAINED - HicH PERFORMANCE =T
S 4
STANDARD: Manual / Hydraulic Radial Axle - : =

o

@ ENGINE DRIVEN
POWERPACK

stockpiling capabilities and radial stockpile volumes.

MS-SERIES Products include:

MS20 - 20ft (6m) radial wheeled conveyor
MS30 - 30ft (9m) radial wheeled conveyor
MS40 - 40ft (12m) radial wheeled conveyor
MS50 - 50ft (15m) radial wheeled conveyor
MS65 - 65ft (20m) radial wheeled conveyor
MS80 - 80ft (24m) radial wheeled conveyor

|:> COUPLING HOSE KIT

,:> HYDRAULIC
ADJUSTMENT

MS100 - 100ft (30m) radial wheeled conveyor

—* Maximum Discharge Height: 5741tmm /18ft 10ins

MS20 DIMENSIONS
¢ Maximum Discharge Height: 4400mm / 14ft 5 ins
¢ Minimum Discharge Height: 2948mm / 9ft 8 ins

MS30 DIMENSIONS

* Maximum Discharge Height: 5180 mm / 17ft
* Minimum Discharge Height: 3297 mm / 10ft 10 ins

MS40 DIMENSIONS

¢ Maximum Disc

MS80 DIMENSIONS

harge Height: 11244mm/ 36ft 11 ins

e Minimum Discharge Height: 4373mm / 14ft 4 ins
MS100 DIMENSIONS

* Maximum Discharge Height: 14096mm / 46ft 3 ins
* Minimum Discharge Height: 3938 mm / 12ft 11ins

ADVANTAGES:

INvOVATIVE DESIGN
PROVEN RELIABILITY

:> FEEDBOOT EXTENSION

:> TOW BAR |
PIVOT STAND

* Minimum Discharge Height: 4048mm / 13ft 3 ins

MS50 DIMENSIONS
¢ Maximum Discharge Height: 8056mm / 26ft Sins
¢ Minimum Discharge Height: 4360/ 14ft 4 ins

MS65 DIMENSIONS
¢ Maximum Discharge Height: 9545mm / 30ft 3 ins
¢ Minimum Discharge Height: 4630/ 15ft 2 ins

4/6 No. easily fitted in & out of a 40ft
container minimising transport costs

¢ Variety of applications : Crushed aggregate,

top soil, bark, coal, sand & fines

Reduced operating fuel costs
Greater operating efficiency

Highly manouverable on site

Natural stockpile capacity increased
Quick set-up time

REmoTE GREASE

Quick TRANSPORTATION

:> GALVANISED
TELESCOPICS

> RADIAL AXLE
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