SE170w-3A

WHEELED EXCAVATOR SERIES-3

Flywheel Horsepower; 145 pPs 107 kw
Bucket Capacity; SAE 0.75+» 0.98 yd?

cece 0.65m» 0.85 s
Operating Weight ; 17300 kg 38140 b
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DIMENSIONS
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A | Wheel base 2800mm
B | Center of front axle to swing center 1700mm
1 G | Genfer of rear axle to swing center 1100mm
> D | Clearance under counterweight 1250mm
F ges==g E | Tail swing radius 2600mm |
® Fi: F | Overall width of upper structure 2460mm
N J & & G | Cab height 3090mm
H | Minimum ground clearance 320mm
= | | Tread = 1874mm
J | Overallwich |  2495mm |
I K | Overall length(Travel) 8950mm
: I T TT I 7T T L | Overall length(Transport) 9140mm
—I M | Overall height(Travel) 3670mm
L, B L | N | Overall height{Transport} 3100mm
A . Am | StandardAm257m | Long Arm 3.1m
B B " Max. digging reach(A) 9170 mm 9600 mm
Max. digging reach on ground (B} B870 mm 9310 mm
Max. digging depth(C) 5900 mm | 5400 mm
Max. vertical digging depth (D) 4870 mm [ 5450 mm
Max. cutting height (E) 9420 mm | 9590 mm
Max. dumping height (F) 6680 mm ; 6870 mm
Min. front swing radius (G) 3080 mm | 3120 mm
Mo ity s Bucket 10550 / 11540 kg 10550 / 11540 kg
£ Arm 8010/ B760kg | 7110/ 7780kg
M Bucket & Arm Combination

Bucket Narrow  Standard Reinforced| Wide
T Bucket Bucket | Bucket | Bucket
Bucket capacityisieicecs) | 0.57/0.5m® | 0.75/0.65m* | 0.75/0.65m*| 0.93/0.8m*
Bucket width 905/795 | 1100/990 | 1100/990 | 1295/1185
withipitiout sidg culter) | | S -
No. of teeth 4{%) 5(x) | 50k) 5(x)
Application Trenching General | Extﬂa.me Load.ing
c i e | purpose | service service
\ Arm Standard arm 2.57m e} o e | =
| Spain Long arm 3.1m () 8] o X
‘ Remark | Standard
h T e - : % : Horizontal and vertical pin type are available
LU L A G U L o: Applicable for general purpose up ta 2000kg/m?
o . Applicable for light duty up to 1600kg/m?
% . Notl usable
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SPECIFICATIONS

OPERATING WEIGHT

Operating weight - - 17300kg
Operating weight mcludes 5. 2m Boom 2 5?m Arrn front slablhzer rear dozer
blade and SAE heaped 0.75m® bucket.

ENGINE

e R e e rramssmmere - CUMMINS B5.9-C
Flywheel horsepower- 145ps (143hpA107kW) at 1900 rpm

Max. torque - - B3 kg ~m at 1500 rpm
Na. of cylinders B
Displacement ---- -+ 5880 cc

Bore and stroke -
HYDRAULIC SYSTEM

The advanced ACS hydraulic system ensures high effciency and minimizes
work time at any |ob site.
N OETDEIEE ovsbssissssns st isss oo (s So e it

102 mmx 120 mm

4 working mocies

SE170w-3a

SWING

Swing brake ------.--o-oo-o. Automatic mechanical brake with hydraulic control
Swing reduction e 2 stage planetaw reduction gear
Swing speed - 8 - 123 mm
Swing circle 1ubncalmn ----------------------------------------------------------------- grease bath
TRANSMISSION

Hydrostatic transmission with variable dlspiacemenl axial p:ston motor.
Travel speed in -+ Forward, reverse

sl - + 9.0 km/h

Prigd sessonss . 340kmh

gradeab“ity G S A SNy Sae A KRS e b B e s | D [?5‘};5‘]
BRAKE SYSTEM

Service brake : Dual circuit hydraulic systemn with multi wet discs on four wheels.
Parking brake : Multi discs with negative actuation, by manual hydrulic control.
Emergency brake : Automatic when compressed system pressure falls below a

Engine Restart Prevention Circuit
Integrated Mode Selection System
Joysticks, Pilot-operated

3 travel modes safety limit,
Pu_mps STEERING SYSTEM
Main pump: o TYPE ~ovivniseneennnn Hydraulically actuated, open center none reaction
Type e 2 Wariable displacement axial pistan pumps TYFJB steenng system
MMM FIOW oo 2200 /min Steering cylinder «.oooeeen. e . One, double-effect
Pilot pump - - Gear pump Min. turning radius, center of outer wheel - 7050 mm
Steering pump . Gear pump
Brake pump o e LT TR T I E A Gear pump AXLES
) Type wcidanrirumniininEs - Full ttoaung with planetary gear
Hydraulic motors Oscillating ang.g ST LR
Trave| —-i-eeiemnas N S Variabi_e dispiaceme_m axial pis?on motar Max. tractive eﬂurt - 10700 kg
.Swmg --------- fixed displacement piston motor with mechanical brake Coolant & Lubrication Capacl lies
Relief valve setting S — e e e DA ]
IPLEMIENT e s 320?3501(9.!’0"?1 TrAanSMISSI0N - oo i N ha e i 38T
Travel circuit - -~ 350kg/cm? Swing drive .. . B.0¢
Steering circuit - - 150kg/cm? Swing grease batl 271
Pilot GIFGUI ==voormeiiiiansimmmncnimisemi s s et 40kg/cm? EIGOIANE  enseiressnsressnasnsansnt rpnmper sasnsysassnnssssssnns rivasssins e sranhbhn breseh ipasareneis 26.5 ¢
. . Hydraul'[c tank - 2004
Hydraulic cylinders FUBHEANK —erteore e oo eoeeseoeeoeee e s essremssssessissssoness 295 ¢
BoOmn e R AR s 2
bore x stroke . 0115 1165mm ELECTRICAL SYSTEM
Arm - 1 Voltage - s L R e Y
barexslroke @ 120 % 1495mm Battenes = T -2
Bugket cooeeeeenninees 1 ratlng{lotal} - 150Ah
Bore x stroke e @115 990mm Alterantor ............. 50Ah
Starter -
TIRES
Dotibila wesamisnaisaidnaimsislnsierisidesraa 30 0 PR
& Air Cleaner ® Cab, All-weather Sound Suppressed, Includes; e Light :
* Adjustable Monitor - Ashtray - Frame Mounted, Two
o Alternator(50A) - Cigar Lighter - Boom Mounted, Two
o Automatic Idling System - Door Locks o Master Switch
« Automatic Deaeration System - Floor Mat & Mirrors
e Auxiliary Hydraulic Valve - Hom o One Touch Power Boost
» Batteries - Hot & Gool Box » Qutrigger
» Batlery Sealing Cover - Pull-up Type Front Window o Sale Engine Start/ Stop Function
s Boom/Arm Haolding Valve - Remavable Lower Windshield o Self-diagnostic System
e Bucket Cylinder Cushion - Seat o Starling Motor{24 volt, 7.2kW)
e Dampening Cab Mountings - Seat Belt # Tiltable Steering Column
o Dozer Blade - Safety Glasses e Tire : 10.00 x 20-14PR
]
L]

OPTIONAL EQUIPMENT

e Anti-drop Valve : Boom, Arm
o Air Conditioner
® Air Heater

Fuel Filler Pump
Fuel Warmer

e Automatic Gruise System Heater
« Block Heater : 120V, 240V

e Cab Guard

Precleaner

- Windshield Wiper with Intermittent Feature
e Low Emission Engine

FOPS & Front Guard

Overload Warning Device

e Tool Box, Locking
* Water Separator, Fuel line

e Purifier

e Spare Parts

s Stereo Cassette Radio (AM/FM)
o Tool Kit

® Vandalism Kit
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LIFTING CAPACITIES

SE170W-3A (Bucket 0.75m? Outrigger and Blade on the ground)

A O ledibin S S 4.5m 6m 7.5m Max. Reach
75m | o ; : . ; . : i 5471mm
em | O | : : i 22 : 2650 6706mm
asm | flom ; . : il 'gg?g : o 7436mm
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oM | Soa : ; : : o : o 7198mm
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Soom | 2T @ | ; = BE-NE - BE AR 8231mm
el Bl I 1 R | B | e | e | me | eesane
I EEE A A A
em SR | T | sa0 | 7ar0 | a0 | oa3 | tese | dess | 75
o (G | a2 | | | | e
oo | g e | e e

Notes : 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards.
2. Rated loads do not exceed 87% of hydraulic lifting capacity or 75% of lipping load.
3. Rated loads marked with an asterisk (*) are limiled by hydraulic capacity rather than tipping load.

Under our policy of continuous improvement, we reserve the right to change specifications and design without prior notice.
The illustrations do not necessarily show the standard version of the machine.
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